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MethQd for determining burstiness or a burstiness curve of a ... 

According to the LR model, the worst-case delay bound dM of a tandem network ... The method 
simulates a token-bucket traffic policing mechanism to analyze ... 

Integrated Delay Analysis of Regulated ATM Switch - Real-Time ... 

available in the token bucket and a token is consumed, whenever a cell is transmitted accurate 

method to derive the worst case delay by utilizing ... 

Online Distributed Statistical-Delay MBAC with QoS Guarantees for ... 

bound, and token bucket traffic descriptors. The network, is required to meet these distinct .... this 

relation is based on the worst case delay conditions, ... 
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a burst at peak rate p an on/off source will pause until the token bucket is filled up again. We consider 
a worst case topology and the maximum traffic load ... 
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MethQd for maintaining reservation state in a network router and ... 

1 is a schematic of a token-bucket utilized to allow for specifying the input The flow experiences 

the worst case delay when it merges with traffic ... 

An admission control algorithm for predictive real-time service ... 

worst case behavior of the network violate any delay bound? An example of this .... We require that 
each real-time flow a be characterized by a token bucket ... 

Integrated services packet networks with mobile hosts ... 

imal delay bounds of predictive flows are approximated by. replacing the worst-case parameters in the 
analytical model, with equivalent token bucket filter. ... 
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By choosing appropriate token bucket traffic shaper parameters, delay can be such that it 

represents the "worst-case" traffic scenario as ... 

Leaky Bucket Access Control for VBR MPEG Video 

as the worst case cell loss rate for the LB system. Although by utilizing a large token pool size 

short terms variations in ... 
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The Maximum Traffic Burst is set equal to the IETF Token Bucket Depth b .... As such, both the 
maximum worst case queuing delay and the peak rate of the ... 
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